
4B132

4B133

4B130 4B128 4B124 4B122
4B120

4B116

4B115

4B114

4B113

4B112

4B111
4B110

4B109 4B107 4B105 4B103

4C103

4C104

4C105

4C107

4C110

4C112 4C111

4C109

4C108

4C100 4C101

4A103 4A105 4A107 4A111 4A112

4A113

4A114

4A115

4A116

4A117

4A118

4A119

4A124

4A127 4A129 4A133 4A135 4A136

4A137

4A138

4A139
4A134

4A132

4A143

4A1314A130

4A1284A126

4A125
4A1234A122

4A121

4A1584A110

4A109

4A108

4A162

4A106

4A104

4A164

4A102

4A169

4A168

4B166

4B164

4B165

4B163

4B102

4B104

4B106

4B157

4B1084B153

4B117

4B118

4B147

4B121
4B119

4B123

4B125

4B1264B127

4B1294B1314B134

4B1434B1414B139

4B135

4B136
4B137 4B138

4B140

4B142 4B144
4B145

4B146

4B148

4B149

4B150

4B151

4B152
4B154 4B156 4B158 4B159 4B160 4B161

4B162

4A167 4A166

4A165
4A163 4A161

4A159

4A157

4A156

4A155

4A154

4A153

4A152 4A151 4A150 4A148
4A146

4A144 4A142 4A141

4A140
4A149 4A147 4A145

4B117B

4B117A 4B167A

4B167B

4B167C

4B162A

4B162B

4B162C

4C111J

4C111D

4C111E

4C111I

4C111H

4C111F

4C111G

4C111A

4C111B

4C111C

4AC31

4A121A 4A121B

4C102

4C106

SE1 SE2

PE3 PE4 PE5 PE6

PE7 PE8

STAIR 6

STAIR 5

STAIR 3

STAIR 4 STAIR 9

STAIR 8

4B155 4B160

4A101

4A100

DN UP

UPDN

DN UP

DNUP DN UP

DN UP

DN

DN

ERE41-CR

2D

X
X
X X

X
X

X X

X X
X

X

X

X

X

X
X

X
X

J

3

2

2D 4

1

TYP

ML
LV

ERE41-CR-9

LVLV

LV

LV

1

TYP

1

TYP

1

TYP

J J

5

6

PROVIDE 2 #16AWG UNSHIELDED PLENUM CABLE (CL2P RATING OR BETTER) FROM TRANSFORMER

SECONDARY TO WIRELESS REPEATERS. ROUTE CABLING ABOVE FINISHED CEILING WITH NEW BRIDLE

RING OR J-HOOK SUPPORTS ON 4' CENTERS. ALL PENETRATIONS THROUGH EXISTING WALLS, SHALL BE

INSTALLED IN 3/4" CONDUIT SLEEVES TO MAINTAIN FIRE/SMOKE RATING

PROVIDE 500VA -120V:24VAC TRANSFORMER, MOUNT IN ELECTRICAL ROOM TO POWER WIRELESS

ACCESS POINT(WIRELESS REPEATERS). FIELD VERIFY EXACT MOUNTING LOCATION WITH COR PRIOR TO

ROUGH-IN.

PROVIDE CONTROLLER WITH WIRELESS USB HUB. CONTRACTOR SHALL MOUNT DIRECTLY TO WALL OR

PROVIDE WALL SHELF. FIELD VERIFY AVAILABLE LOCATION WITHIN ROOM. CONTRACTOR SHALL

PROVIDE 120V-1P EMERGENCY CIRCUIT AND SURFACE MOUNTED DUPLEX RECEPTACLE MOUNTED

ADJACENT TO CONTROLLER.

ANDOVER NETWORK SWITCH INDICATED FOR REFERENCE.

PROVIDE UPDATED PANEL LOAD SCHEDULES.

PROVIDE 2-PORT SURFACE MOUNTED DATA OUTLET MOUNTED ADJACENT TO CONTROLLER. PROVIDE

(2) CAT6 CABLES (1 SPARE) FROM EXISTING ANDOVER NETWORK SWITCH INDICATED ON DRAWINGS AND

CONNECT COMPLETE. COORDINATE WORK WITH COR.

1

2

3

CODED NOTES:

4

A. ACCESS TO ROOMS SHALL BE SCHEDULED WITH VA COR AND DEPARTMENT STAFF.  SUBMIT PROPOSED

SCHEDULE TO VA FOR REVIEW WITHIN 10 BUSINESS DAYS OF NOTICE TO PROCEED.  AREAS CONSIDERED

CRITICAL OR LIMITED AVAILABILITY SHALL BE COORDINATED WITH THE VA DURING THE DEVELOPMENT OF

THE SCHEDULE.

B. FINAL QUANTITIES AND LOCATIONS OF WIRELESS REPEATERS SHALL BE DETERMINED BY THE

CONTRACTOR AND VENDOR IN ORDER TO GUARANTEE A FULLY FUNCTIONAL SYSTEM.

C. CONTRACTOR TO DOCUMENT THE LOCATION OF ALL TRANSFORMERS ON AS-BUILT DRAWINGS.

GENERAL NOTES:
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FLOOR ELECTRICAL PLAN
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2
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DEDUCT ALTERNATE 1 - FOURTH FLOOR ELECTRICAL PLAN
1

A. IF DEDUCT ALTERNATE 1 IS ACCEPTED, THIS DRAWING SHALL SUPERSEDE DRAWING 1-ME6.

B. DEDUCT ALTERNATE 1 WILL RESULT IN A TOTAL OF 65 WPT's TO BE INSTALLED ON THE FOURTH FLOOR.

DEDUCT ALTERNATE 1 NOTES:
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